PINECREST® QUOTATION/ORDER FORM
FOR 1-3/8” THICK EXTERIOR SHUTTERS

Dealer Ship To

OFFICE USE ONLY
D NET  50%

PF  PAID D

2118 Blaisdell Avenue

Minneapolis, Minnesota 55404-2490
telephone 800-443-5357 612-871-7071
fax 612-871-8956, email: info@pinecrestinc.com

internet: www.pinecrestinc.com

Address

City & State
Telephone No. Date

Fax No. SIGNED BY

Order No. Tag PRINT NAME

ALL ORDERS MUST BE SIGNED

3 4 5 (-]

7

WOOD: Western Red Cedar CHECK BOX SPECIFY SHUTTER SHUTTER WIDTH SHUTTER HEIGHT
WHEN APPLICABLE CONFIGURATION
1-3/8” 2” #101-#113

LOUVER LOUVER

QUANTITY

CHECK SHUTTER DESIGN

O BRISTOL 1-3/8" x 3/8" fixed louvers

O BAHAMA fixed louvers DOES NOT APPLY

Center Stile DOES NOT APPLY

o|o|o
Oo|o|o

DOES NOT APPLY

O DORSET 2" x 3/8" fixed louvers

O DURHAM fixed louvers

Raised panel (1) side

Moulding (1) side

O NEWCASTLE fixed louvers

Raised panel (1) side

No moulding

O NOTIINGHAM fixed louvers

Flat panel

Moulding (1) side

O SHEFFIELD fixed louvers

Flat panel

No moulding

O SUSSEX fixed louvers

Raised panel (2) sides

Ooo|oo|o|oo|ojooo|oo|go
Ooo|oo|o|oo|ojooo|oo|go

No moulding

0O CHATHAM

Raised panel (1) side

Moulding (1) side

O SURREY

Raised panel (1) side

No moulding

O CHESHIRE

Flat panel

Moulding (1) side

0O WINDSOR

Flat Panel

No Moulding

O YORK

Raised panel (2) sides

No moulding

PRIME
O Prime exterior shutters

HARDWARE (not included)

. RABBETED SHUTTERS

O Rabbet shutters.

. BEADING

O Add beading detail to shutters.

. CUTOUT

O Standard design no.

O Custom design: Send photo or drawing.

SPECIAL PLACEMENT OF (1) INTERMEDIATE RAIL -Specify the exact
position in inches from the bottom of shutter to the center of
intermediate rail:

SHUTTER CAPS: [0 Copper i ) PLEASE CHECK ALL INFORMATION
Warranty void for shutters supplied without capping. YOU HAVE GIVEN US TO ENSURE
. ACCURACY. ONCE WE HAVE
EA% §ONT$O|L RgD- RECEIVED YOUR ORDER, THERE
control rof WILL BE A $50.00 NET CHARGE

; FOR EACH TIME ALTERATIONS
REQUEST QUOTATION FOR: ARE MADE. IN SOME SITUATIONS

Shutters over 36"W and over 96"H WHERE THE ORDER IS ALREADY IN

B Gustom sfile and ral sizes PRODUCTION, CHANGES WILL BE
Nonﬁondord shutter thickness IMPOSSIBLE OR COSTLY.

O Radius top shutters

m}

m}

]

Louvered shutters incorporating storms and screens
South Seas™ shutters
O University shutters

. OPENINGS WITH UNTRUE RADII REQUIRE A CARDBOARD, PLYWOOD, OR MYLAR® TEMPLATE.

O Paper templates and cardboard templates which are bent and/or taped together are
not acceptable. The measurement from the bottom of the opening to the springline must
be designated.



OFFICE USE ONLY

D NET 50% PF PAID D

® 2118 Blaisdell Avenue
PINECREST® QUOTATION/ORDER FORM Minneapolis, Minnesota 55404-2490

» telephone 800-443-5357 612-871-7071
FOR ]'3/8 THICK INTERIOR HARDWOOD SH UTTERS fax 612-871-8956, email: info@pinecrestinc.com

internet: www.pinecrestinc.com
Dealer Ship To
Address
City & State
Telephone No. Date
Fax No. SIGNED BY
Order No. Tag PRINT NAME
ALL ORDERS MUST BE SIGNED

1. WOOD: OCherry OMahogany (Philippine) OMaple (soft) O Oak
3

(red, plain sawn) O Oak (red, quarter sawn) O Poplar (stain grade) OPoplar (paint grade)

CHECK BOX

WHEN APPLICABLE
1-1/4” 27
LOUVER LOUVER

4. 5. 6. 7.
SPECIFY SHUTTER SHUTTER WIDTH SHUTTER HEIGHT QUANTITY
CONFIGURATION

#101-#113

2. |CHECK SHUTTER DESIGN

O TRENT 1-1/4" x 1/4” fixed louvers

O HAMPTON 2” x 1/4" fixed louvers

O SUTTON fixed louvers [m] [m]
Raised panel (1) side O O
Moulding (1) side 0 ]

O CASTLETON fixed louvers O O
Raised panel (1) side O O
No moulding ] O

O WARWICK fixed louvers [m] [m}
Flat panel O O
Moulding (1) side [m] [m]

O STRATFORD fixed louvers [m] [m]
Flat panel O [m]
No moulding 0 0

O EDINBURGH fixed louvers O O
Raised panel (2) sides O O
No moulding 0 0

O CHATHAM

Raised panel (1) side

Moulding (1) side

O SURREY

Raised panel (1) side

No moulding

O CHESHIRE

Flat panel

Moulding (1) side

O WINDSOR

Flat Panel

No Moulding

O YORK

Raised panel (2) sides

No moulding

8. PRIME
O Prime Paint Grade Poplar

9. HARDWARE (not included)

10. RABBETED SHUTTERS
O Rabbet shutters.

11. BEADING
O Add beading detail to shutters.

12. SPECIAL PLACEMENT OF (1) INTERMEDIATE RAIL -Specify the
exact position in inches from the bottom of shutter to the center
of intermediate rail:

13. SPECIAL RAIL ALIGNMENT
Consideration must be given fo rail placement in —
adjacent panels of varying heights (since center rail
placement normally relates to panel height). Small L
height differences also may result in noticeable
variation of rail sizes. Therefore, if uniform rail size and
placement of unequal adjacent panels is desirable,
you must specify one of the following:

1. Shutters are to align from the bottom up.
2. Shutters are to align from the top down.

(& D

B
A. B, align from top down
B, C. align from bottom up
C. D, no alignment

14. REQUEST QUOTATION FOR:
O Shutters over 36”"W and over 96”H
O Custom stile and rail sizes

PLEASE CHECK ALL INFORMATION YOU HAVE GIVEN US TO ENSURE
ACCURACY. ONCE WE HAVE RECEIVED YOUR ORDER, THERE WILL BE A
$50.00 NET CHARGE FOR EACH TIME ALTERATIONS ARE MADE. IN SOME
SITUATIONS WHERE THE ORDER IS ALREADY IN PRODUCTION, CHANGES
WILL BE IMPOSSIBLE OR COSTLY.

O Nonstandard shutter thickness
O Radius top shutters

15. OPENINGS WITH UNTRUE RADII REQUIRE A CARDBOARD, PLYWOOD, OR MYLAR® TEMPLATE.
O Paper templates and cardboard templates which are bent and/or taped together
are not acceptable. The measurement from the bottom of the opening to the
springline must be designated.



